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3092A      Coax - ControlNet Quad-Shielded Coax 

Total # Cond. # Coax
 1  1

RG 
Type

AWG Stranding Type Insulation Insulation 
Thickness (in.)

Shield

 6/U  18  Solid  BCCS - Bare 
Copper 

Covered Steel 

 Foam PE - 
Foam 

Polyethylene 

 .07100  Quad Shield - Bonded 
Duofoil/Braid/Duofoil/Braid

Jacket Jacket 
Thickness (in.)

Nom. 
Core OD 

(in.)

Nom. 
OD (in.)

Nom. Cond. 
DCR (Ohms/M')

Nom. Imp. 
(Ohms)

Nom. 
Vel. Of 
Prop. 
(%)

Nom. 
Cap. 

(pF/ft)

 PVC - Polyvinyl 
Chloride 

 .0260  .1800  .2980  28.000  75.0  83.0  16.200

For technical data, click the button below

or call 1-888-Belden8

For available colors, click the button below

or call 1-888-Belden8

Description

Coax, 1 coax, 18 AWG, solid BCCS - Bare Copper Covered Steel conductors, Foam PE - gas injected Foam 
Polyethylene insulation, Quad Shield - Bonded Aluminum Foil-Polyester Tape-Aluminum Foil (Bonded Duofoil) 
shield plus aluminum Braid shield with 60% shield coverage plus Aluminum Foil-Polyester Tape-Aluminum Foil 
(Duofoil) shield plus aluminum Braid shield with 40% shield coverage, PVC - Polyvinyl Chloride jacket, RG-6/U 
RG type. Applicable Specifications: ControlNet International Physical Layer and Media. Flame Test: UL 1666 
Vertical Riser. ControlNet Cable. 75 ohm. Other jacket colors available upon request. CPE jacket optional. 
Flexible version: YR28890. Sweep tested 5-450 MHz. DUOBOND is a Belden registered trademark. DUOFOIL 
is a Belden registered trademark.

Disclaimer: Great effort is made to ensure the accuracy of the information presented, but errors or omissions 
may occur. This listing of information is presented as a courtesy and does not ensure that a product with 
these specifications is available. Specification and availability should be confirmed with a call to our sales 

representative or to Customer Service. Have a question? Call us at 1-800-BELDEN-1 or send us a comment 
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To display Technical Data, enter a Product Code and press Go.
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.
.
.

03-07-02  REV. 19
                         3092A
I.    DESCRIPTION:
      ------------
      CONTROLNET (TM) TRUNK LINE CABLE.
      STANDARD RG-6 TYPE QUAD-SHIELD COAXIAL CABLE.
-
-
II.   ELECTRICAL CHARACTERISTICS:
      ---------------------------
      IMPEDANCE:                     75 +/- 3 OHMS
      NOM. INDUCTANCE:               .097 MICRO-H/FT
      CAPACITANCE
       CONDUCTOR TO SHIELD:          16.2 PF/FT NOMINAL
      NOM. VELOCITY OF PROPAGATION:  83%
      MAX. DELAY:                    1.25 NS/FT
      ATTENUATION:   NOM          MAX
           MHZ     DB/100FT     DB/100FT
            1        0.30         0.35
            2        0.35         0.38
            5        0.44         0.45
            10       0.59         0.59
            20       0.84         0.86
            50       1.32         1.37
      STRUCTURAL RETURN LOSS:        5-50 MHZ, 23 DB MIN.
      MAX. OPERATING VOLTAGE:        300 V RMS
      NOM. CONDUCTOR DC RESISTANCE
       @ 20 DEG C:                   28  OHMS/1000'
      NOM. SHIELD DC RESISTANCE
       @ 20 DEG C:                   3.6 OHMS/1000'
-
III.  PHYSICAL CHARACTERISTICS:
      -------------------------
      TEMPERATURE RATING:            -30 TO +75 DEG C
      NOM. WEIGHT/1000':             33 LBS.
      MIN. BENDING RADIUS:           3.0"
      MAX. PULLING TENSION:          162 LBS.
      CONDUCTOR MATERIAL & DIA:      18 AWG SOLID BARE
                                     COPPER COVERED STEEL,
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                                     .0403" NOMINAL
      DIELECTRIC MATERIAL & DIA:     GAS INJECTED FOAM
                                     POLYETHYLENE,
                                     .180" NOMINAL
      SHIELD TYPE:               1ST LAYER-BONDED DUOFOIL(R)
                                 2ND LAYER-60% ALUM BRAID
                                 3RD LAYER-DUOFOIL
                                 4TH LAYER-40% ALUM BRAID
      JACKET MATERIAL & DIA (*): PVC   .298" +/- .005"
      UL/NEC RATING:             CMR OR CL2R
      CSA/CEC RATING:            CMG (FT4)
      FLAME TEST:                UL-1666 VERTICAL RISER
    APPLICABLE SPECIFICATIONS: CONTROLNET (TM) INTERNATIONAL
                                 PHYSICAL LAYER & MEDIA
-
DUOFOIL IS A REGISTERED TRADEMARK OF BELDEN, INC.
-
(*) BLACK (010) OR INTRINSICALLY SAFE BLUE (X7E) AVAILABLE.
    OTHER COLORS AVAILABLE BY SPECIAL ORDER REQUEST.
-
*   CONTROLNET IS A TRADEMARK OF ALLEN-BRADLEY


